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Pipelined

Wishbone Master

(read cycles only)

from DMA 

controller
dma_ctrl_carrier_addr_i

dma_ctrl_host_addr_l_i

dma_ctrl_host_addr_h_i

dma_ctrl_len_i

dma_ctrl_byte_swap_i

dma_ctrl_start_l2p_i

dma_ctrl_abort_i

dma_ctrl_done_o

dma_ctrl_error_o

Sequencer

(state machine)

clk_i

rst_n_i

to Arbiter
ldm_arb_valid_o

ldm_arb_dframe_o

ldm_arb_data_o

ldm_arb_req_o

arb_ldm_gnt_i

DMA

Wishbone 

Bus

l2p_dma_adr_o(31:0)

l2p_dma_dat_i(31:0)

l2p_dma_dat_o(31:0)

l2p_dma_cyc_o

l2p_dma_sel_o

l2p_dma_stb_o

l2p_dma_we_o

l2p_dma_ack_i

l2p_dma_stall_i

l2p_dma_clk_i

 

Packet Generator
Writes to the PCIe

host memory
 

Data

FIFO

B
y
te

 s
w

a
p
 

 

Address

FIFO

Address

Counter

channel control
l2p_edb_o

l_wr_rdy_i

l2p_rdy_i

wishbone clock domain GN4124 core clock domain 


